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1.0 (NL) Introductie  

Deze installatie handleiding zal je helpen de firmware van de Easy Pro View camera 
te installeren. Volg de aangegeven stappen nauwgezet om de firmware correct te 
installeren.  

2.0 (NL) Firmware installeren 

Voor het updaten van de Firmware van de Easy Pro View camera raden wij aan om 

de camera via een netwerk kabel te verbinden met het netwerk. 

2.1 (NL) Windows 

1. Dubbelklik op het ‘Easy Pro View’ icoon op je bureaublad. 

(Dit programma dient geïnstalleerd te zijn voor meer info zie de handleiding)  

2. Het programma zal automatisch zoeken naar camera’s in hetzelfde netwerk. Als 

je camera gevonden is, wordt hij getoond in de lijst. 

3. Klik met de rechtermuisknop op de camera en klik op “Web instellingen”  

 
4. Een browser scherm wordt geopend. 
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2.2 (NL) MAC 

1. Open de applicatie ‘Easy Pro View’ op de MAC. 

(dit programma dient geïnstalleerd te zijn voor meer info zie de handleiding) 

2. Druk op het pijltje dat achter de camera ID staat in de camera lijst (camera dient 

al geïnstalleerd te zijn voor meer info zie de handleiding) 

3. Ga naar “Camera instellingen” 

4. Vul de gebruikersnaam en wachtwoord van de camera in. Standaard is de 

gebruikersnaam ‘admin’ en het wachtwoord ‘leeg’ 

5. Klik op “Informatie” 

6. Schrijf het IP adres op. 

7. Open de webbrowser. 

8. Geef in de adresbalk van je browser het IP adres in van de camera 

(opgeschreven in stap 6) en druk op “Enter” 

2.3 (NL) De web GUI (Browser) 

1. Vul de gebruikersnaam en wachtwoord van de camera in. Standaard is de 

gebruikersnaam ‘admin’ en het wachtwoord ‘leeg’ 

 

In deze paragraaf gaan we ervan uit dat je Internet Explorer gebruikt. Het menu kan er 

iets anders uitzien als je een andere browser gebruikt. 

 

2. Klik in het menu links op “Admin” 

 
3. Klik nu op “Update” 
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4. Klik op “Updaten vanaf lokaal bestand” 

5. Klik op de knop “Bladeren” en geef aan waar de gedownloade firmware is 

opgeslagen. 

6. Klik nu op “Updaten”. Een status balk zal de voortgang van de upgrade 

weergeven.  

 
7. Wanneer het updaten gelukt is zal de Easy Pro View camera automatisch 

herstarten.  

 

Let op: Schakel de camera niet uit tijden de update procedure.  

 

Let op: De gedownloade/uitgepakte map bevat een “.cfg” en een “n.f” bestand . Beide 

bestanden dienen te worden ge-update naar de camera door stap 6 tot 11 te 

herhalen. 



 6 | NEDERLANDS/ENGLISH 

3.0 (NL) Release notes:  

Versie 030708 (11-04-2016)  
 
Verbeteringen:  

 Prestaties verbeterd voor het terugspelen van SD-kaart opnames. 

 WiFi QR code scanner bug fix voor sommige routers. 

 NAS bug fix wanneer er veel opnames aanwezig zijn op sommige NAS systemen. 

1.0 (UK) Introduction  

This installation manual guides you to the installation process of the Easy Pro View 
camera firmware. Use the following steps to correctly install the firmware.  

2.0 (UK) Installing the firmware 

To update the Firmware of the Easy Pro View camera we advise to connect te camera 

to your network by using a ethernet cable. 

 

Log-in using the Web GUI (Browser) 

2.1 (UK) Windows 

1. Double click the ‘Easy Pro View’ shortcut placed on your desktop. 

(This program should be installed. For more information please refer to the 

manual). 

2. The program will automatically search for your camera in your network. When 

found, the camera will be displayed in the list. 

3. Right mouse button click your camera, click “web configure” 

 

 
4. Now a browser screen will appear. 
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2.2 (UK) MAC 

1. Open the application ‘Easy Pro View’ on your MAC. 

(this program should be installed, for more information please refer to the 

manual). 

2. Press the arrow next to the camera ID in the camera list (camera should already 

be installed, for more information please refer to the manual) 

3. Select “Camera settings” 

4. Fill out the camera’s username and password. By default, the username is 

‘admin’ and the password is ‘empty’. 

5. Click “Information” 

6. Write down the IP address. 

7. Open the webbrowser. 

8. Enter the IP address of the camera (written down in step 6) in the address bar of 

the browser) and press “Enter”. 

2.3 (UK) The web GUI (Browser) 

1. Fill out the camera’s username and password. By default, the username is ‘admin’ 

and the password is ‘empty’. 

 

In the section below, we assume you logged in using Internet Explorer. 

The menu will be slightly different when using another browser. 

 

2. Click “Admin” 

 
3. Click “Upgrade” 
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4. Click “Upgrade from local file” 

5. Click the “Browse” button and select the path of the downloaded Firmware. 

6. Click “Upgrade”, a status message about the percentage done in the upgrade 

procedure is displayed. 

 
7. After the upgrade procedure is finished, the Easy Pro View camera will restart 

automatically.  

 

Note: DO NOT power off the Easy Pro View camera during the upgrade procedure.  

 

Note: The extracted download folder contains a “.cfg” and a “n.f” file. Please make 

sure both files are upgraded to the camera by repeating step 6 to 11.  
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3.0 (UK) Release notes:  

Version 030708 (11-04-2016) 
 
Improvements: 

 Improved the playback performance for SD card recordings. 

 WiFi QR code bug fix for specific routers. 

 NAS bug fix when there are a lot of recordings stored on the NAS. 
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